














Contrapanel Kinopanel

Solo- and Stratopanel

—t e e

Edge B Edge B

Laminated Painted, gloss 15
B-s1, 0 (C1) Ag-s1, d0 (CT)

Bs1, d0 (C1) Bs1, d0 (C1)

Class 1 /B / No load (lass 3 / A / No load
Closs 2 /B / 30N

Globe - G1F

Regula

Size possibilities: Size possibilities:

600 x 1200 x 12.5 mm 600 x 600 x 12.5 mm

600 x 1800 x 12.5 mm
600 x 2400 x 12.5 mm

Untreated

Solo- and Stratopanel are sold in
Denmark, Norway, Sweden and
Finland.
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Product name

Edge
Surface

Fire
classifications

Self-supporting ceilings

Corridor 300

Edge D
Painted, gloss 5

EN 14190:

Fullperforated: Ay-s1, d0, (C3)
Part and non-perforated: B<1, d0, (C3)

Corridor F30

Edge D
Laminated

D:DIN 4102-2

Feuerwiderstandsklasse F30

Deflection and load bearing capacity

(EN 13964)
Note 3)

Perforations

Size

Note 3): The Test is carried out in accordance with
the principles of EN13964: 2004. The given values
apply o the standard formats, see also pages
103,105.
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Class 2 / B / No load

(lass 1 /B /170N

Corridor Swing 600

Edge E
Painted, gloss 5

EN 14190:

Fullperforated: Ay-s1, d0 (C1)
Part and non-perforated: B-s1, d0 (C1)

N: KT-A, In 1

Class 2 / A / No load

Class 1/ A/ No load Class 3 / A/ 30N

Class 2 / A/ 30N

Globe Quadril Globe Quadril Globe Quadril
Micro Regula Micro Regula Micro Regula

Size possibilities:

300 x 1200 x 9.5 mm
300 x 1500 x 9.5 mm
300 x 1800 x 9.5 mm
300 x 2100 x 9.5 mm
300 x 2400 x 9.5 mm

300 x Special length x 9.5 mm

Size possibilities:

300 x length x 12.5 mm.
Max. length is 2800 mm.

Size possibilities:

600 x1200 x 12.5 mm
600 x1500 x 12.5 mm
600 x1800 x 12.5 mm



Product name

Surface

Fire
classifications

Perforations

Size

Summary

Designelements

Curvex

B
R

N
¢

Untreated

EN 14190: Ag-s1, d0 (C2)

Perforated curved panels are

manufactured to order.

Size possibilities:

Min. radius of 22.5 mm

Angle cut from 0 degrees to 180
degrees.

Min. length 1000 mm

Max. length 3000 mm

Min. thickness 2 x 6 mm.

Mitex

I

Untreated

EN 14190: Ap-s1, d0 (C2)

Perforated mitred panels are

manufactured to order.

Size possibilities:

Thickness 9 or 13 mm.

Min. width 2 x thickness of board.
Max. width between 2 cuts is
720 mm.

The same lenghts as gypsum

boards.
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WxLxH Nos.

Can be used for: Product name SAP product no.  Product no.

mm per. pack
Contur 600, Linear 600 Main runner 3080 6501069 35 x 3200 x 38 15
Markant 600, Belgravia 600
Contur 600, Linear 600 (ross fee 3081 6422069  35x 600x 38 50
Markant 600, Belgravia 600 3082 6442069 35 x 1200 x 38 40
Contur 600, Linear 600 Wall Angle 3083 511069 30 x 3050 40,5 10
Markant 600, Belgravia 600 [ Z
Contur 600, Linear 600, Outside corner for wall angle W 3107 1334 to 24 mm Wall Angle 100
Markant 600, Belgravia 600, 3108 1332 fo 19 mm Wall Angle 100
Plaza 600, Danoline files 600
Contur 600, Linear 600, Inside corner for wall angle V 3109 1348 to 24 mm Wall Angle 100
Markant 600, Belgravia 600, 3110 1346 to 19 mm Wall Angle 100
Plaza 600, Danoline tiles 600
Contur 600, Linear 600, Perimenter channel for T-suspension — 3111 1423 13/25 x 3050 x 39,2 32

Markant 600, Belgravia 600, 850 and 7500 E -
Plaza 600, Danoline tiles 600

Contur 600, Linear 600, Wall Clip e 3380 88 EEE 500
Markant 600, Belgravia 600,

Plaza 600, Danoline files 600

Belgravia 600, Plaza 600, Hold-down clip 'Oi]L 3378 819 T 500

Danoline tiles 600

Contur 600, Linear 600, Hold-down clip 3381 935 See- 1000

Markant 600

Markant 600, Plaza 600 Hold-down clip 820 (Markant 600 Swing) \% 3382 820 T 500

Markant 600, Plaza 600 Hanger clip for 15 and 24 mm T-profil 3114 10802 .- 50
(max. 5 kg)
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Tools, clips, danopor and paint







Danoline

Danoline UK

Unit 3, Silverdale Road

Hayes, Middlesex UB3 3Bl
Phone: 020 8561 2389

Fax: 020 8561 3483
www.danoline.com

e-Mail: danogipsuk@cpdplc.co.uk

Danoline A/S, Head office

Antoinettevej 3

DK - 2500 Valby

Phone: (+45) 3615 9000
Fax: (+45) 36159001
www.danoline.dk

e-Mail: info@danoline.com

Danoline A/S, Sales and
Technical support

Klavermarksvej 6

DK - 9500 Hobro

Phone: (+45) 9657 3000
Fax: (+45) 9657 3001
www.danoline.dk

e-Mail: info@danoline.com

offices

Danoline West Europe

France, Belgium, Switzerland, Spain and Italy
Tel.: +33 (0)6 25 26 50 00
www.danoline.com

e-Mail:vm@danoline.com

Danogips Middle East

P.0. Box 53255

Jebel Ali Free Zone Dubai

United Arab Emirates

Phone: (+971) 4 8812281
Fax: (+971) 4 8812151
www.danoline.come

Mail: danogips@emirates.net.ae

Danogips 6mbH + Co. KG

Niederlassung Neuss

Duisburger Strasse 9

D- 41460 Neuss

Phone: (+49) 2131 /71 810-0
Fax: (+49) 2131 /71 810- 90
www.danoline.dee

Mail: info@danoline.de

Knauvf Group Partners

Austria
Knauf Ges.m.b.H.

Phone: (+43) 1-58068-0
Fax: (+43) 1-58068-483
www.knauf.af

e-Mail: info@knauf.at

Belgium

Knauf Gips

Phone: (+32) 4-2738-311
Fax: (+32) 4-2738-330
www.knauf.be

e-Mail: info@knauf.be

Bulgaria
Knauf EOOD

Phone: (+359) 2-9178941
Fax: (+359) 29178943
www.knauf.bg

e-Mail: info@knauf.hg

Estonia )
Knauf & Partner Ul

Phone: (+372) 6518 690
Fax: (+372) 6518 691
www.knauf.ee

e-Mail: info@knauf.ee

France
Knauf SNC

Phone: (+33) 389-72-1100
Fax: (+33) 389-72-1203
www.knauf.fr

e-Mail: info@knauf fr

1748:

Architect: Liliewall Arkitekter Géteborg
Project: Biotechhuset, Géteborg - Sweden
Product: Designpanel 900 - M2F

Greece

Knauf Gypsopiia ABEE
Phone: (+30) 1-931056-7/9
Fax: (+30) 1-9310568

www.knauf.gr
e-Mail: knauf@knauf.gr

Holland

Knauf B.V.

Phone: (+31) 30-2473-311
Fax: (+31) 30-2409690
www.knauf.nl

e-Mail: info@knauf.nl

Italy

Knauf Interni di Baldwin Knauf s.a.s.

Phone: (+39) 050-692-11
Fax: (+39) 050-692-11
www.knauf.it

e-Mail: info@knauf it

Latvia
SIA Knauf

Phone: (+371) 703 29 99
Fax: (+371) 703 29 69
www.knauf.lv

e-Mail: riga@knauf.lv

Lithvania
Knauf UAB

Phone: (+370) 5-261 9764
Fax: (+370) 5-261 9864
www.knauf.It

e-Mail: knauf@knauf.It

Poland

Knauf Sp. Z 0.0.
Phone: (+48) 22-5725-100
Fox: (+48) 22-5725-152
www.knauf.pl

e-Mail: mail@knauf.pl

NORGIPS Norge AS

Posthoks 655 Stramse

N'- 3003 Drammen

Phone: (+47) 3378 48 00
Fax: (+47) 33 78 48 51
www.danoline.no

e-Mail: norgips@norgips.com

Knauf Danogips GmbH

S - 29680 Ahus

Phone: (+46) 44-28 95 00
Fax: (+46) 44-28 95 91
www.danoline.com

e-Mail: info@danogips.se

Knauf Oy

P.0. Box 18

FIN - 02601 Espoo

Phone: (+358) 9 476 400
Fax: (+358) 9 476 40 300
www.danoline.com

e-Mail: info@knauf fi

Romania
SC Knauf Gips SRL

Phone: (+40) 21-2315712
Fax: (+40) 21-2315730
www.knauf.ro

e-Mail: office@knauf.ro

Schweiz
Knauf AG/S.A.

Phone: (+41) 61-716 10-10
Fax: (+41) 61-716 10-11
www.knauf.ch

e-Mail: info@knauf.ch

Spain

Knauf GmbH

Phone: (+34) 91-3830540
Fax: (+34) 91-7661427
www.knaufes.com

e-Mail: info@knaufes.com

The Czech Republic
Knauf Praha, s.r.o.

Phone: (+420) 272-1101-60
Fax: (+420) 272-1103-60
www.knauf.cz

Hungary

Knauf Kft.

Phone: (+36) 1-319-97 33
Fax: (+36) 1-319-73 01
www.knauf.hu

March 2007
(l/Sth: (35)
99.03.07



/

" EEEEFE @S SEEEEEN

FEEEEEEEE R EEEEEEEE N

FE @ EEEEE AR EEEEEEES®

aEaEEEEEE R EEEEEEEE

E I R EEEEEEEEEEAREREDR

AR EEEEEEEEEEEEEEE

EEEEEFEEE S NS ESEENSSN S

Consult Danoline if you want your ceilings to look different or think differently in terms
of building solutions. As suppliers and sparring partners we are always prepared to add
resources to your task, based on your ideas, requirements and specifications, and all our
long-standing experience within acoustic ceilings is at your disposal.

Danoline’s know-how and trade expertise combined with our product development
perfectly warrant a fruitful partnership. This has often resulted in unconventional solutions
featuring unique architectural qualities.

Danoline’s chief target is to develop, produce and market

environmentally compatible gypsum-based building

materials. Danoline A/S is part of Danogips A/S and a

member of the international Knauf group.

creating expressive ceilings

www.danoline.com





