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Size possibilities:

600 x	 600	x 12.5 mm

Size possibilities:

300 x	 1200	 x 9.5 mm 

300 x	 1800	 x 9.5 mm 

300 x	 2400	 x 9.5 mm

Size possibilities:

900 x 2700 x 12.5 mm

1200 x 2400 x 12.5 mm

Size possibilities:

300 x 	1200 	x 12.5 mm

600 x 	600 	x 12.5 mm

600 x 	1200 	x 12.5 mm

600 x 	2400 	x 12.5 mm

625 x 	625 	x 12.5 mm

625 x 	1250 	x 12.5 mm

300 x 	1200 	 x 9.5 mm

400 x 	600 	 x 9.5 mm

Edge A1/A3 Edge BEdge B Edge F

L i n i n g s

Painted, gloss5 Painted, gloss 5 Untreated Untreated

P r o d u c t  n a m e

E d g e

F i r e  c l a s s i f i c a t i o n s  (EN 14190)

S i z e

P e r f o r a t i o n s

S u r f a c e

D e f l e c t i o n  a n d  l o a d  b e a r i n g  c a p a c i t y 
(EN 13964)
Note 2)

B-s1, d0 (C3)

B-s1, d0 (C3)

 

S:	 Tändskyddande beklädnad

N: 	 K1-A, In 1

DK:	 Klasse 1 beklædning

A2-s1, d0 (C1)

B-s1, d0 (C1)

FIN:	 Tyyppihyväksytty REI30 	
	 –yläpohjarakenne

N: 	 K1-A, In 1

DK:	 Klasse 1 beklædning

A2-s1, d0 (C1)

A2-s1, d0 (C1)

FIN:	 Tyyppihyväksytty REI30 	
	 –yläpohjarakenne 

N: 	 K1-A, In 1

DK:	 Klasse 1 beklædning

A2-s1, d0 (C1)

A2-s1, d0 (C1)

FIN:	 Tyyppihyväksytty REI30 	
	 –yläpohjarakenne 

S:	 Tändskyddande beklädnad

N: 	 K1-A, In 1

DK:	 Klasse 1 beklædning

Class 1 / A / No load

Class 2 / B / No load

Class 3 / A / 30N

Class 2 / B / No load

Class 2 / A / 30N

900 x 2700:   Class 2 / A / No load

600/1200 x 2400: Class 2 / B / 30N

Class 1 / B / No load

Class 2 / B / 30N

Note 2): The test is carried out in accordance with 

the principles of EN13964: 2004. The given values 

apply to the standard formats, see also pages 

103,105.

D a n o p a n e l C o m b i p a n e l D e s i g n p a n e l T e c t o p a n e l

Fullperforated:

Part and non-perforated:

Globe Quadril Globe Quadril Globe - G1F Quadril - Q1F Globe Quadril

Micro Regula Micro Regula Micro - M1F Regula Micro Regula
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Size possibilities:

600 x 600 x 12.5 mm

Size possibilities:

600 x 1200 x 12.5 mm

600 x 1800 x 12.5 mm

600 x 2400 x 12.5 mm

Edge BEdge B

L i n i n g s

S o l o -   a n d   S t r a t o p a n e l

 

Laminated Painted, gloss 15 Untreated

Summary

Solo- and Stratopanel are sold in 
Denmark, Norway, Sweden and 
Finland.

B-s1, d0 (C1)

B-s1, d0 (C1)

 

A2-s1, d0 (C1)

B-s1, d0 (C1)

Class 1 / B / No load

Class 2 / B / 30N

Class 3 / A / No load

K i n o p a n e lC o n t r a p a n e l

Globe - G1F

Regula
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Size possibilities:

300 x 	1200 x 9.5 mm

300 x 	1500 x 9.5 mm

300 x 	1800 x 9.5 mm

300 x 	2100 x 9.5 mm

300 x 	2400 x 9.5 mm

300 x Special length x 9.5 mm

Size possibilities:

300 x length x 12.5 mm.

Max. length is 2800 mm. 

Size possibilities:

600 x	1200 x 12.5 mm 

600 x	1500 x 12.5 mm 

600 x	1800 x 12.5 mm

Edge EEdge D Edge D

S e l f - s u p p o r t i n g  c e i l i n g s

Painted, gloss 5 Laminated Painted, gloss 5

P r o d u c t  n a m e

E d g e

S i z e

S u r f a c e

F i r e
c l a s s i f i c a t i o n s

P e r f o r a t i o n s

D e f l e c t i o n  a n d  l o a d  b e a r i n g  c a p a c i t y
(EN 13964)
Note 3)

Note 3): The Test is carried out in accordance with 

the principles of EN13964: 2004. The given values 

apply to the standard formats, see also pages 

103,105.

EN 14190: 

Fullperforated: A2-s1, d0, (C3)

Part and non-perforated: B-s1, d0, (C3)

D:DIN 4102-2

Feuerwiderstandsklasse F30

EN 14190: 

Fullperforated: A2-s1, d0 (C1)

Part and non-perforated: B-s1, d0 (C1)

N: 	 K1-A, In 1

Class 2 / B / No load

Class 1 / A / No load

Class 2 / A / 30N

Class 1 / B / 170N Class 2 / A / No load

Class 3 / A / 30N

C o r r i d o r  3 0 0 C o r r i d o r  F 3 0 C o r r i d o r  S w i n g  6 0 0

Globe Quadril Globe Quadril Globe Quadril

Micro Regula Micro Regula Micro Regula
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D e s i g n e l e m e n t s

Perforated curved panels are 

manufactured to order.

Perforated mitred panels are 

manufactured to order.

Size possibilities:

Min. radius of 22.5 mm

Angle cut from 0 degrees to 180 

degrees.

Min. length 1000 mm

Max. length 3000 mm

Min. thickness 2 x 6 mm.

Size possibilities:

Thickness 9 or 13 mm. 

Min. width 2 x thickness of board.

Max. width between 2 cuts is 

720 mm.

The same lenghts as gypsum 

boards.

Untreated Untreated

Summary

P r o d u c t  n a m e

S i z e

S u r f a c e

P e r f o r a t i o n s

F i r e
c l a s s i f i c a t i o n s

EN 14190: A2-s1, d0 (C2) EN 14190: A2-s1, d0 (C2)

C u r v e x M i t e x
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S u s p e n s i o n  s y s t e m  a n d  a c c e s s o r i e s  f o r
f r i e z e  a n d  w a l l  a n g l e s

Can be used for: Product name SAP product no. Product no.
W x L x H 

    mm

Nos. 

per. pack

Contur 600, Linear 600 

Markant 600, Belgravia 600

Main runner 3080 6501069 35 x 3200 x 38 15

Contur 600, Linear 600 

Markant 600, Belgravia 600

Cross tee 3081 

3082

6422069 

6442069

35 x   600 x 38 

35 x 1200 x 38

50 

40

Contur 600, Linear 600 

Markant 600, Belgravia 600

Wall Angle 3083 511069 30 x 3050 40,5 10

Contur 600, Linear 600, 

Markant 600, Belgravia 600, 

Plaza 600, Danoline tiles 600

Outside corner for wall angle 3107 

3108

1334 

1332

to 24 mm Wall Angle 

to 19 mm Wall Angle

100 

100

Contur 600, Linear 600, 

Markant 600, Belgravia 600,  

Plaza 600, Danoline tiles 600

Inside corner for wall angle 3109 

3110

1348 

1346

to 24 mm Wall Angle 

to 19 mm Wall Angle

100 

100

Contur 600, Linear 600,  

Markant 600, Belgravia 600,  

Plaza 600, Danoline tiles 600

Perimenter channel for T-suspension  

850 and 7500

3111 1423 13/25 x 3050 x 39,2 32

Contur 600, Linear 600,  

Markant 600, Belgravia 600,  

Plaza 600, Danoline tiles 600

Wall Clip 3380 88 - - - - 500

Belgravia 600, Plaza 600, 

Danoline tiles 600

Hold-down clip 3378 819 - - - - 500

Contur 600, Linear 600, 

Markant 600

Hold-down clip 3381 935 - - - - 1000

Markant 600, Plaza 600 Hold-down clip 820 (Markant 600 Swing) 3382 820 - - - - 500

Markant 600, Plaza 600 Hanger clip for 15 and 24 mm T-profil 

(max. 5 kg)

3114 10802 - - - - 50
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Can be used for: Product name SAP product no. Product no.
W x L x H 

    mm

Nos. 

per. pack

Punching of extra holes for hangers Hanger hold punch - - - - 

- - - -

921 

- - - -

- - - - 

- - - -

- - - - 

- - - -

Punching of extra slots in main Tee for 

cross-Tee

Slot puncher 3608 

- - - -

938 

- - - -

- - - - 

- - - -

- - - - 

- - - -

For fixing of extra suspension clips Fixing tool for clips 3372 - - - - - - - - - - - -

Danopanel Clips, BE13 3389 BE13 40 x 55 x 1/10 - - - -

Contur with Globe perforations Clips, KO13 3386 KO13 40 x 40 1/10 - - - -

Contur with Quadril and Micro perfora-

tions and Markant 600

Clips, MK13 3385 MK13 40 x 40 1/11 - - - -

Markant 500 Clips, MK10 3384 MK10 40 x 40 x 1/8 - - - - 

- - - -

Extra sound reduction pad for suspended 

ceiling with, edge A, C, D and E

Danopor 5860

5846

25 x 595 x 595 

50 x 595 x 595

- - - - 

- - - -

Painting of screw fixed friezes Ceiling paint 3373 - - - - 5 L, NCS 0700 

40m² on untreated board

T o o l s ,  c l i p s ,  d a n o p o r  a n d  p a i n t

Accessories



130

1148




